AMP M4 PRO

AMP PRO with a collapsable stock system

LOCATE DISTRIBUTOR

Product Description

AMP is our latest generation of handgun conversion systems. The
new modular design uses three replaceable adapters. Changing
and mixing between the different adapters enables the user to
adjust the AMP to different handgun models. Additionally, the
removable top cover and rail allows for the use of slide-mounted
optics (for example, MOS systems). The M4 version includes a 6
positions collapsable stock with our, combat proven, GL-Core S
buttstock! With these new innovations, the AMP will suit virtually
any combination of users and platforms.

Product Advantages

 Full length, 220 mm/ 8.6", upper aluminum Picatinny rail


https://www.fab-defense.co.il/distributors

* Quick and easy installation requires no tools or handgun
modification

 Easy adjustment for different handguns (adapters sold
separately)

* 6 positions folding tube with innovative adjustable pressure plate
for a tight fit with any buttstock

 Sold with the GL-Core S buttstock

« M-LOK® handguard - for a wide variety of accessories

« MG-9 forward grip, able to hold a wide variety of magazines

» Special backpack with room for a full AMP-PRO kit with extra
magazines and personal equipment

» Bungee sling & SLS, included

« RBS & FBS Backup Sights, included

» Aggressive look with aggressive pricing

« Available in 3 different colors: Black, OD Green, FDE

Compatibility

« Model 10A1: GLOCK G17/19/19X/45/47/49 (GEN 3-6)

« Model 10B1: Walther PDP 4.5"

« Model 10B3: Walther PDP 4", IWI MASADA, SIG P320 M18 X
« Model 10B4: Springfield Armory ECHELON Compact
» Model 12A4: Springfield Armory HELLCAT PRO

« Model 12B3: Taurus: G3 / G3c

» Model 12B4: Mossberg MC2C

« Model 13A3: CZ P07, 75 P01

» Model 13B3: H&K P30

* Model 14B3: SIG P320 Compact

« Model 15B3: BERSA TPR9

« Model 17B1: Emtan RAMON

« Model 18A3: CZ P10C/P10F

« Model 18B3: H&K VP9

« Model 20C2: GLOCK G43X/48 (Rail versions)



Specifications
Length

Width

Height

Length deployed
Width deployed
Weight

326 mm
753 mm
170 mm
542 mm
60 mm
720 gr










